(" uLTRACELN )

Thanh pham loc Hepa VAF duoc kiém tra 100% mot céch
nghiém ngat qua 2 cong doan test: Smoke test va Scan test.

« Loc luu lugng cao cho dang Mini-Pleat

« Nhe va bén

» Than thién véi maoi truéng

- Thiét ké nép gap siéu nho, giam thiéu chi phi st dung

« 100% VAF's Hepa Filter before out of factory was tested by
Smoke test & Scan test machine

= High capacity for Mini-Pleat style

- Lightweight and compact

= Fully leak test & scan test with certificate.

« Low-off gassing

« Mini-Pleat Design lowers operating costs

o Théng tin sdn phdm/Product information

Loc Hepa/ Ulpa véi dién tich loc I6n & dang nép gap Extended surface pleated Hepa/Ulpa filter
Thiét ké gap nép va dugc chia tach bdi nhua déo cho phép Special design with minipleat media and hot-melt separator is
Ultracel Il hoat déng & d6 tén that ap sudt thap nhd st dung  supplied for Ultracel Il run at low pressure drop.

vat liéu loc lén. Super micro glass fiber media is designed to suitable with high
Ludi loc dugc lam ti sgi thay tinh siéu tinh véi hiéu sudt can  air filter class from H13 to U15.
bui cao tirH13 dén U17. Available with two surface facequard mesh

Ultracel Il dugc bao vé béi 2 16p lugi dam bdo san pham an
toan khi lap dat.

o Ung dung/Application

- San pham phu hagp vé6i nhilng phong sach c6 d6 sach cao tir - Ultracel Il is designed for use in high class cleanroom from
cap do 1000 tGi cap do 1 1000to 1.

» Thich hgp cho céng nghiép dién ti ban dan, dugc phdm, -« Special for semiconductor, pharmaceutical, lab, biotech...
phong thi nghiém, céng nghé sinh hoc... va cac ing dung dac  and other industries airborne contaminants must be carefully
biét yéu cau kiém soat chat lugng khéng khi cao. controlled.

o Cdu tao/Contruction

- C6 hai loai thiét ké khung knife-egde (gel seal) va gasket seal. - All components are low off- gassing.
« Tat ca cac nguyén liéu dugc sir dung déu khéng gdy 6 nhiém
mai trudng
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o Hiéu sudat loc/Wide range efficiencies

Cdip loc Hiéu sudt Xuyén qua
Filter class Efficiency Penetration
EN 1822@MPPS (%) (%)
H13 =99.95 < 0.05
Hi14 =>99.995 <0.005
uis = 99.9995 < 0.0005
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Technical data

o Théng s6 ky thuat/

Nhiét dé hoat déng
Opeating temperature

MDF, G.1, Alu, SUS304

Ron Auto gasket - Foaming polyurethane
Gasket
m
=
!
- - -~ . - - -~ - - - ' - 3 E g * r
So do toc do gio vdi ton that ap suat/Airflow velocity vs initial resistance pressure |
)
- i ul6
£ |
3 500 |
: |
2 uis
2 400 | |
E } H14
= |
| H13
300 - |
|
|
200 - }
100 - |
|
|
|
0 — ;
0 0.5 1.0

Face Velocity (m/s)

www.vietfil.com




(%)
o
Ll
=
L
A
L
oz

t /Technical data

o Théng sé k¥ thud

Cac kich thudce tly chon khac cling dugc san xudt theo yéu  Other custom sizes are also able to be fabricated.
cau khach hang.

LUU LUGNG CHUAN/STANDARD CAPACITY

Vién toéc e T
: D6 ton thap dp
Quycdch  Luuluong Cdap dé loc i6 i . Dién tich loc

Y g R 9 sudt ban dau . :

Ma sén phdm i : i S s i
Dimensions  Air flow Class filcation ace Filter area

Model (mm) (m¥/h) (EN 1822 velocity Initial pressure

) (m?)
(m/s) drop (Pa)

UN-SC- 305x305x69 150 H13 0.45 110 2.7

UN-SC- 610x305x69 300 H13 0.45 110 5.0

UII-SC-I 762x610x69 750 H13 0.45 110 13.0

UlI-SC- 1220x610x69 1200 H13 0.45 110 21.0

UII-SC- 457x457x69 330 H14 0.45 125 6.0

UlI-SC-I 610x610x69 600 Hi14 0.45 125 10.0

UI-SC- 915x610x69 900 H14 0.45 125 16.0

UN-SC-1 305x305x69 150 uis 0.45 145 2.7

UN-SC- 610x305x69 300 uis 0.45 145 5.0

Ull-5C-1 762x610x69 750 uis 0.45 145 13.0

UN-SC-1 1220x610x69

UN-SC- 457x457x69 330 ure 0.45 175 6.0

UII-SC-I 610x610x69 600 uie 0.45 175 10.0

UN-SC- 915x610x69 900 ure 0.45 175 16.0
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